| FITTING INSTRUCTIONS

I CAR Audi 54 3.0 supercharged V6 B8 / Audi 54 3.0 supercharged V6 B8.5 PART NO. SAUPO44

YEAR 2009-2012/2012-2016 EITKITS 234 FK

NOTES Where not supplied use original fittings FEATURES Pipe diameter:- 63.5mm/2.5”

NO. | PART NO. DESCRIPTION QTY E-MARK N/A

1 655AU L/H Front Flex 1 DATE ot/02/21
ISSUE 01

2 656AU R/H Front Flex 1
AUTHORISED M.YDLIBI

3 657AU L/H Front Silencer 1

4 658AU R/H Front Silencer 1

Fit Kit

5 Z016.10064 65mm H/D Clamp 4

6 Z017.10049 M8 X 30mm Hex Head Bolt 6

7 Z017.10826 M8 Nut 6

8 Z016.10004 55-59mm Clamp 2

9 AD101 Adaptor - Use to fit to OE exhaust (not needed when fitting to Scorpion) 2

NOTE: ENSURE SCORPION SYSTEM IS CLEAR OF MOVING PARTS AND ALL ORIGINAL FUNCTIONS WORK CORRECTLY.

Chdeasy (@ SCORPION

A RED POWER

\ scorpion-exhausts.com



